
 

ECMOR XII – 12 th European Conference on the Mathematics of Oil Recovery 
6-9 September 2010, Oxford, UK 

 

B021
Determination of Lower and Upper Bounds of
Predicted Production from History-matched
Models
G.M. van Essen* (Delft University of Technology), J.D. Jansen (Delft
University of Technology) & P.M.J. Van den Hof (Delft University of
Technology)

SUMMARY
We present a method to determine lower and upper bounds to the predicted production or any other
economic objective from history-matched reservoir models. This is accomplished through a hierarchical
optimization procedure, which limits the solution space of a secondary optimization problem to the null-
space of the primary optimization problem. We applied this procedure to a model of a channelized
reservoir with a life-cycle of 6 years after 1.5 years of production. We performed a history match based on
synthetic data, starting from a uniform prior, and using a gradient-based minimization procedure. For the
remaining 4.5 years, minimization and maximization of net present value (NPV), using a fixed control
strategy, were executed as secondary optimization problems by changing the model parameters while
staying in the null space. I.e. we optimized the secondary objective functions, while requiring that
optimality of the primary objective (a good history match) was preserved. For the remaining 4.5 years of
production, the method gives lower and upper bounds of the predicted NPV of 63 % above and below the
average respectively. This method therefore provides a way to quantify the economic consequences of the
well-known problem that history matching is a strongly ill-posed problem.
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Introduction 

It is a well-known fact that assimilation of historical production data into reservoir models is 
an ill-posed problem; see e.g. Watson et al. (1984), Tavassoli et al (2004) or Zandvliet et al. 
(2009). This is mainly because generally the number of uncertain model parameters largely 
supersedes the number of measurements. Moreover, the measurements are strongly correlated 
since they originate from a relatively small number of sources: the wells. As a result, they 
contain less information on the true value of the model parameters than may be expected 
based solely on the number of data points. A relevant question in view of the purpose of 
large-scale, physics-based reservoir models is how the long-term predictions may vary 
because of the ill-posedness of the assimilation problem. In other words, what may be the 
economic consequences of the lack of information about the reservoir that is contained in the 
measurements? 
In most practical circumstances, this question is addressed by constructing and history-
matching a low and high case model, besides the nominal model. Alternatively, a set of 
model realizations can be used in a data-assimilation algorithm to obtain an entire collection 
of predictions, as is the case with ensemble Kalman filter (EnKF) methods, see e.g. Naevdal 
et al., 2005, Evensen, 2007 and Aanonsen et al., 2009. However, in either way the resulting 
history-matched models are heavily influenced by the prior information that went into the 
data-assimilation process. Hence, properly answering the question stated above requires 
either some (heuristic) method to translate static geological properties to flow behavior or 
economic performance, or requires very many forward simulation runs to obtain a proper low 
or high case prior model. These methods are either unreliable or impractical to provide a 
good measure of the economic consequences of the lack of knowledge about the true field. 
In this paper a procedure is introduced to search for a history-matched model that gives either 
a lower or an upper bound on predicted production (or any other economic objective) over 
the remaining life of the field, for a fixed production strategy. Such a production strategy may 
for instance involve a reactive control approach. 

Problem 
The problem of determining a history-matched model that provides either a lower or an upper 
bound on the predicted economic performance over the life of a reservoir is essentially a 
multi-objective optimization problem, see e.g. Marler et al., 2004. The first objective is to 
find a certain realization of model parameters that minimizes the error between the measured 
and simulated production data, which can be expressed through a quantitative objective 
function V, e.g. mean square difference. The second objective relates to finding a set of 
parameter values that – for a certain future production strategy – minimizes or maximizes 
some economic cost function J, e.g. net present value (NPV). 
However, the multiple objectives are not of the same importance; priority lies with obtaining 
a good history-match, while determining a lower bound or an upper bound on predicted 
economic performance serves as secondary objective. To that end, the multi-objective 
optimization problem may be cast into a hierarchical optimization problem, as presented in 
Haimes et al., 1988 and more recently specifically for oil production optimization in Van 
Essen et al., 2009a. In this structure, optimization of a (secondary) economic cost function J 
is constrained by the requirement that the (primary) quantitative history-matching cost 



 

ECMOR XII – 12 th European Conference on the Mathematics of Oil Recovery 
6-9 September 2010, Oxford, UK 

function V must remain close to its minimal value Vmin. This requires solving the following 
two (hierarchical) optimization problems: 
 
 ( )min min ,V V

θ
θ u� , (1) 

 ( )1 1 0 0. . , , , , 0, , 1,k k k ks t k K+ + = = − =g u x x θ 0 x xK , (2) 

 ( )1 1 1, ,k k k+ + + ≤c u x θ 0 , (3) 

 
and:  
 ( ) ( )max ,    or   min ,J J

θθ
θ u θ u , (4) 

 ( )1 1 0 0. . , , , , 0, , 1,k k k ks t k K+ + = = − =g u x x θ 0 x xK , (5) 

 ( )1 1 1, ,k k k+ + + ≤c u x θ 0 , (6) 

 ( ) minV V ε− ≤θ , (7) 

 
where u  is the fixed control vector (input vector), x is the state vector (grid block pressures 
and saturations), g is a vector-valued function that represents the system equations, x0 is a 
vector of the initial conditions of the reservoir, the subscript k indicates discrete time, and K 
is the total number of time steps. The vector of inequality constraints c relates to the capacity 
limitations of the wells. The term ε is an arbitrary small value compared to Vmin. In order to 
solve the secondary optimization problem (4)-(7) first a (single) optimal solution to the 
primary optimization problem (1)-(3) is required to determine Vmin. The optimal solution to 
the primary problem *

1θ  can serve as feasible initial guess for the secondary problem.  
Because of the ill-posed nature of the inverse history-matching problem, there exists a vast 
null-space within the model parameter space. Any changes of the model parameters within 
that null-space will have no effect on the value of the used quantitative history-match quality 
indicator. Note that the search space of the secondary problem is constrained by the null-
space of the primary objective function at a value of Vmin, through inequality constraint (7). In 
other words, the redundant degrees of freedom (DOF) of the primary problem are the DOF of 
the secondary problem. 

Method 
In Van Essen et al., 2009a, the primary optimization problem is attacked using a gradient-
based search algorithm. The gradients are obtained using a system of adjoint equations that is 
solved backwards in time once, regardless of the number of optimization parameters, see e.g. 
Brouwer et al., 2004, Sarma et al., 2005 and Kraaijevanger et al., 2007. Subsequently, the 
secondary optimization problem was also attacked using a gradient-based search algorithm. 
However, the secondary problem was executed with the addition of projecting the search 
direction onto a second-order approximation of the null-space with respect to the optimality 
constraint defined in Eq. (7). The second-order approximation was explicitly determined 
through a forward difference scheme using first-order information obtained with the adjoint. 
Unfortunately, using this approach the number of forward and backward simulations is 
proportional to the number of optimization parameters. Hence, for the assimilation of 
production data this method is in most cases computationally infeasible. 
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In Van Essen et al., 2009a, also an alternative method is introduced to solve the hierarchical 
optimization problem without explicitly calculating the null-space with respect to Eq. (7). It 
uses a weighted objective function with weighting functions Ω1 and Ω2: 
 
 1 2( ) ( )W V V V J= Ω ⋅ + Ω ⋅ , (8) 

 
where Ω1 and Ω2 are ‘switching’ functions of V and J that take on values of 1 and 0 or vice 
versa: 
 

 ( ) ( )min min
1 2

min min

1 if 0 if
,

0 if 1 if
V V V V

V V
V V V V

ε ε
ε ε

− > − >⎧ ⎧
Ω = Ω =⎨ ⎨− ≤ − ≤⎩ ⎩

, (9) 

 
Here, ε is the threshold value as defined in inequality constraint (7). The gradients of W with 
respect to the model parameters θ for iteration n+1 is then simply: 
 

 ( ) ( )1 2
1 1 1

n n
n n n

W V JV J
+ + +

∂ ∂ ∂= Ω ⋅ + Ω ⋅
∂ ∂ ∂θ θ θ

, (10) 

 
Solving the secondary optimization problem using W as defined in Eq. (8), sequentially gives 
improving directions for either V or J. With each iteration, the value of J either increases 
while the value of V decreases or the other way around, as the solution moves to and from the 
feasible region with respect to inequality constraint (7). If there exist redundant DOF with 
respect to the primary problem, improvement of J is possible while satisfying Eq. (7) and 
convergence of the hierarchical optimization will occur in a ‘zigzag’ fashion, as 
schematically represented in Figure 1.  

 
Figure 1: Schematic representation of the iterative process of solving a hierarchical 
optimization problem using a weighted objective function, as described by Eq. (8). The 
process converges towards a final solution in a ‘zigzag’-fashion, moving into and out of the 
feasible region bounded by the optimal solutions of the primary objective function. 
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To improve convergence speed, as presented above and in Van Essen et al., 2009a, a small 
adaptation to the switching algorithm can be made. By projecting the gradients of secondary 
objective function J onto the first-order approximation of the null-space of the primary 
objective function V, the resulting update of θ will keep V closer to Vmin. Mathematically this 
becomes: 
 

 
TJ J V VI

⎡ ⎤∂ ∂ ∂ ∂⋅ − ⋅⎢ ⎥∂ ∂ ∂ ∂⎣ ⎦θ θ θ θ

%
� , (11) 

 
Inserting of Eq. (11) in Eq. (8) gives an alternative switching search direction d for solving 
the hierarchical optimization problem: 
 

 ( ) ( )1 1 2
1 1 1 1

T

n n n
n n n n

V J V VV J I+
+ + + +

⎡ ⎤∂ ∂ ∂ ∂= Ω ⋅ + Ω ⋅ ⋅ − ⋅⎢ ⎥
∂ ∂ ∂ ∂⎢ ⎥⎣ ⎦

d
θ θ θ θ

, (12) 

 
The switching algorithm using the projected gradient d was used in the following example to 
illustrate the performance of the method.  

Example 
In this example, we consider a three-dimensional oil reservoir model, introduced in Van 
Essen et al., 2009b. The reservoir model consists of 18,553 active grid blocks, as depicted in 
Figure 2, and has dimensions of 480×480×28 m. Its geological structure involves a network 
of fossilized meandering channels of high permeability. The average reservoir pressure is 
40.0 MPa. All remaining geological and fluid properties used in this example are presented in 
Table 1. The reservoir model contains eight injection wells and four production wells. The 
near-wellbore flow is modeled using a Peaceman well model. The injection wells are 
operated on injection flow rates qwi, while the production wells operate on flowing 
bottomhole pressure pwf.  
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Figure 2: 3-dimensional oil reservoir model with eight injection and four production wells, 
after Van Essen et al., 2009b. Its geological structure involves a network of fossilized 
meandering channels of high permeability. 
 
 

Table 1: Geological and fluid properties for the example
Symbol Variable Value Units 

Reservoir parameters
φ Porosity 0.20 - 

Fluid parameters
ρo Oil density 800 kg/m3 
ρw Water density 1000 kg/m3 
co Oil compressibility 1.00 × 10-10 1/Pa 
cw Water compressibility 1.00 × 10-10 1/Pa 
μo Dynamic oil viscosity 5.00 × 10-3 Pa s 
μw Dynamic water viscosity 1.00 × 10-3 Pa s 
pc Capillary pressure 0 Pa 

 
 
During the first 1.5 years of production from the reservoir, the bottomhole pressures of the 
producers were kept at a constant value of 39.5 MPa. During that time, the injection rates of 
all eight injectors fluctuated monthly with a uniform probability distribution around an 
average value of 5.52 × 10-4 m3/s (300 bbl/day) and a maximal offset ± 9.2 × 10-4 m3/s (50 
bbl/day). Monthly production measurements were taken of the flowing bottomhole pressures 
of the eight injectors and fractional flow rate measurements of the four producers, on top of 
which no noise was superimposed. Thus, the total number of measurements added up to 288 
data points. 
The goal of this example is to determine a lower and upper bound on expected economic 
performance over the remaining life of the field – from 1.5 to 6.0 years – by changing certain 
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model properties, while the model stays compliant with historic data over the first 1.5 years 
of production. In this particular example, only permeability was adjusted using a 
homogeneous prior model of 1000 mDarcy. The remaining model properties were chosen 
identical to the ‘truth’ reservoir model shown in Figure 2, such that the reservoir volume, 
expressed as stock tank oil initially in place (STOIIP). for both the upper bound and lower 
bound model were equal to the ‘true’ STOIIP. As economic performance measure NPV was 
used: 
 

 
( ) ( ) ( ), , ,

1 1

1 (1 )

inj prod

k

t

N N

wi wi i wp wp j o o jK k k k
i j

kt
k

r u r y r y
J t

b τ

= =

=

⎡ ⎤⎡ ⎤⋅ + ⋅ + ⋅⎢ ⎥⎣ ⎦
⎢ ⎥= ⋅ Δ
⎢ ⎥

+⎢ ⎥
⎢ ⎥⎣ ⎦

∑ ∑
∑ , (13) 

 
where uwi,i are the control inputs relating to the water injection rate of well i, ywp,j the water 
production rate of well j, yo,j the oil production rate of well j. The water injection costs rwi, the 
water production costs rwp and the oil revenue ro are assumed constant at a value of 0 $/m3, -1 
$/m3 and 9 $/m3 respectively. Δtk is the time interval of time step k in days and the term b 
represents the discount rate for a certain reference time τt, which in this example was set to 
zero. The terms injN  and prodN  relate to the number of injection wells and production wells 
respectively. In Eq. (13), the output variables ,wp jy  and ,o jy  relate to the water production 
rate and oil production rate of well j, which form part of the output vector 
 
 ( )1 1 1, , 0, , 1k k k k K+ + += = −y h u x K , (14) 

 
with h a vector–valued output function that relates y to the control vector (input vector) u and 
the state x. The term uwi,i represents those elements of u that involve the water injection flow 
rates of well i. 
The upper and lower bounds of the NPV can only be determined for a given (fixed) control 
strategy u . In this example, a reactive control approach is used that is evaluated on a field 
level. All injection wells are assumed to continuously operate on their average injection rate 
of 5.52 × 10-4 m3/s and the production wells on their fixed bottomhole pressure of 39.5 MPa. 
The instant the field watercut exceeds 0.90, all wells are shut-in. Note that this threshold is 
related to the ratio between oil revenue ro and water production costs rwp. 
To determine the history-matched models that provide the lower and upper bound on NPV 
for the remaining production life, two hierarchical optimization procedures were initiated. 
The procedures were terminated when the feasible updates no longer resulted in a significant 
change in NPV. Figure 3 shows the measured production data, along with the simulated 
production data originating from the final lower and upper bound model, resulting from the 
hierarchical optimization method. It shows that the error between measured and simulated 
bottomhole pressures of the injectors and fractional flow rates of the producers are very small 
for both the lower bound as the upper bound model.  
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Figure 3: Measured production data of the first 1.5 years of production from the (synthetic) 
3D reservoir, along with the simulated production data originating from the lower and upper 
bound models. 
 
 

 
Figure 4: Permeability fields of the lower bound 3D reservoir model (a.) and upper bound 3D 
reservoir model (b.) determined after the first 1.5 years of production. 
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Thus, the condition that the updated models maintain a good history match is met. However, 
in Figure 4 it can be observed that the permeability fields of both models are quite different. 
These differences have a large impact on the predicted production data given the assumed 
reactive production strategy, as can be observed in Figure 5.  
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Figure 5: Measured production data of first 1.5 years of production from the (synthetic) 3D 
reservoir, along with the simulated production data for the remaining 4.5 years of production 
until the end of the field’s life, originating from the lower and upper bound models. 
 
Finally, Figure 6 shows the actual lower and upper bound on predicted NPV over time. It can 
be observed that the upper and lower bound are respectively 63% above and below the 
average of the two bounds. 
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Figure 6: NPV over time for the lower and upper bound reservoir models. The plot on the left 
shows both the historic (first 1.5 year) and future (from 1.5 to 6 years) increase in NPV over 
time. The plot on the right side only shows the economic performance (in terms of NPV) for 
the remaining (future) 4.5 years of production. 

Discussion 
The hierarchical procedure presented in this paper exploits the redundant DOF with respect to 
optimality of the primary objective. Updating the model parameters along these DOF to 
improve a secondary objective function is possible until there a no longer any DOF left or the 
update direction is tangent to the (optimality) constraint. If all (equal) optimal solutions to the 
primary problem are connected, the solution to the (constrained) secondary problem is in fact 
a global upper or lower bound. Unfortunately, this is infeasible to verify for large-scale 
problems. Hence, the range of (economic) predictions may still be larger than determined 
through the hierarchical optimization procedure. It should be noted that this is no artifact of 
the used gradient-based optimization approach, but the result of the strongly varying nature of 
the solution space to the primary problem. As a result, solving weighted objective function 
(8) with a gradient-free method may still suffer the same fate.  
The iterative switching scheme used to address the hierarchical optimization problem may 
show very slow convergence, especially when the update direction is nearly tangent to the 
optimality constraint. As a result, many iterations may be required to find the lower and 
upper bound. Using a line search or trust region method, along with proper tuning of the 
algorithm parameters may possibly improve the convergence speed. 

Conclusions 
In this paper, we presented a hierarchical optimization method to determine the lower and 
upper bounds on predicted production from history-matched models. We conclude that: 
 

• The method provides a way to gain more insight in the possible economic 
consequences of the lack of information contained in the measurement data. These 
consequences can be represented by total production, ultimate recovery, NPV or any 
other (economic) measure. 

• This method can also be used to design a production strategy. Either a general 
strategy, by taking the range of outcomes into account: being conservative when the 
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range is vast, while adopting a more risky approach when the range is small. Or by 
maximizing the lower bound, which can be a (rather conservative) alternative to the 
robust optimization approach, as presented in Van Essen et al., 2009b. It must be 
noted that designing a proper strategy requires sequential adaptation of the strategy 
and determination of the new bounds, as they are only valid for a fixed production 
scheme.  

• The method is not limited to historic production data. Alternative data sources, e.g. 
time-lapse seismic data, can be used or added to determine the impact on the 
predicted economic performance. Hence, this method may also play a role in the 
quantification of the value of information. 
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Nomenclature 
 b  = discount rate 
 d  = projected search direction 
 n  = iteration index 
 J  = economic objective function 
 k  = time step counter 
 q  = flow rate 
 r  = revenues/costs 
 tk  = time at time step k 
 u  = input vector  
 V  = history-match performance measure  
 W  = weighted objective function  
 x  = state vector 
 0x   = prescribed value of the initial condition 
 y  = output vector 
 Δtk  = time interval of time step k 
 ε  = tolerance of optimality constraint 
 θ  = vector of model parameters 
 τt  = reference time 
 Ω  = weighting function 
Subscripts 
 o  = oil 
 wf  = flowing well bore 
 wp  = produced water  
 wi  = injected water 
 min  = minimum 
 1 = primary 
Superscripts 
 *  = optimal 
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